
TECHNICAL DATA SHEET

WD-40 Specialist Penetrant Fast-Acting formula works on contact while penetrating deep 
into crevices, threads and seams to break the rust bonds that hold stuck parts together. 
Leaves behind a protective layer that prevents rust and corrosion from re-forming. It is 
safe to use on metal, rubber and plastic parts.  

PRODUCT DESCRIPTION

Shake can well for 20-30 seconds before each spray. Flip straw up for pinpoint stream or down for wide angle spray. Saturate the 
surface to be loosened and let soak for several minutes. 

DIRECTIONS

WD-40 SPECIALIST®
PENETRANT

• Nuts 
•  Bolts 
•  Pipe Threads 
•  Locks 
•  Chains 
•  Rusted Parts 
•  Stuck Components 

APPLICATION FEATURES AND BENEFITS
•  Fast-Acting 
•  Works on Contact 
•  Frees rusted parts 50% faster than the 

leading competitor 

PACKAGING

PRODUCT NAME PENETRANT UNIT CODE 35018

UNIT SIZE 360 mL CASE SIZE 12

BOILING POINT (INITIAL) 240˚C (464°F)

FLASH POINT >95˚C  (>203°F)

SOLUBILITY IN WATER Negligible in water 

APPEARANCE/ODOR Light yellow liquid/Slight solvent odor

SALT SPRAY TEST Less than 5% corrosion after 5 hours

4 BALL WEAR 0.88mm

TRIBOSONIC PENETRATION TEST 50s (SN8) 

PHYSICAL AND CHEMICAL PROPERTIES WITHOUT PROPELLANT

9715 BUSINESSPARK AVE, SAN DIEGO, CA, 92131 USA     WD-40 SAFETY HOTLINE: 1-888-324-7596 
wd40.asia

NOTE: The data contained herein are furnished for information only and are believed to be reliable. We cannot assume responsibility for the results obtained by others over whose 
methods we have no control. WD-40 Company specifically disclaims all warranties expressed or implied, including warranties of merchantability or fitness for a particular purpose, 
arising from sale or use of WD-40 Company products and disclaims any liability for consequential or incidental damages of any kind. Including lost profits.


