
TECHNICAL DATA SHEET

WD-40 Specialist Chain Lube provides long lasting lubrication and protection for chains 
and is O, X and Z ring compatible. It is a high performance, fully synthetic and extremely 
tacky chain lubricant suitable for street and off-road motorcycle, kart and ATV 
applications. It is also quick drying and provides outstanding anti-fling properties.

PRODUCT DESCRIPTION

NOTE: The data contained herein are furnished for information only and are believed to be reliable. We cannot assume responsibility for the results obtained by others over whose 
methods we have no control. WD-40 Company specifically disclaims all warranties expressed or implied, including warranties of merchantability or fitness for a particular purpose, 
arising from sale or use of WD-40 Company products and disclaims any liability for consequential or incidental damages of any kind. Including lost profits.

WD-40 SPECIALIST®
CHAIN LUBE

• Chain
• Drivetrain
• O, X, Z Ring

APPLICATION FEATURES AND BENEFITS
• Outstanding anti-fling properties
• Superior anti-wear and penetration
• Suitable for street and off-road riding
• O,X,Z ring compatible

PACKAGING

PRODUCT NAME CHAIN LUBE UNIT CODE 35102

UNIT SIZE 360 mL CASE SIZE 12

APPEARANCE Clear Liquid

SMELL Mild Petroleum/Solvent Odor

FLASH POINT -4˚C 

BOILING POINT (INITIAL) 98˚C

SPECIFIC GRAVITY 0.758

pH Not applicable

SOLUBILITY IN WATER Partially Soluble 

PRESSURE 60 psi

PHYSICAL AND CHEMICAL PROPERTIES WITHOUT PROPELLANT
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1.  Before use, clean chain to remove dirt, oil and grime.
2. Shake can well.
3. Apply to full length of the inside of the chain, allowing the Chain Lube to run vertically down into chain parts.
4. Leave to dry.

DIRECTIONS


